
Fly Friendly Procedures

1. Runway 30 is designated as the calm wind 

runway.

2. Use best rate of climb, consistent with safety 

and ATC procedures.

3. Runway 12C/30C or 12L/30R for jet aircraft 

pattern work (1700’AGL) is preferred. When 

using runway 30C or 30R, start right crosswind 

turns as soon as practical, preferably before the 

powerlines (1/2 mile N. of  Elliot Rd.) to avoid 

residential areas north of the airport.

4. On departure, left turn after end of runway to 

minimize low overflights of the Williams Campus.

5. Jets are requested to use NBAA Standard Noise 

Abatement Departure or comparable aircraft 

manufacturer procedures.

6. Propeller aircraft requested to use AOPA Noise 

Awareness Steps.

7. Helicopter traffic please avoid low overflights of 

the Williams Campus. Use a Northwest or 

Southwest arrival-departure corridor.

8. Compliance with fly friendly procedures are at 

pilot’s discretion.

SAFETY ALWAYS COMES FIRST!
Please Avoid 

Noise Sensitive Areas
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WILLIAMS GATEWAY AIRPORT

(IWA)

Traffic Pattern Altitudes

2600 ft MSL Helicopters......2100 ft MSL Jets......3100 ft MSL

Radio Frequencies

ATIS ...........................................................................................................133.50
Gateway Tower (1300-0400 ZULU) .............................................120.60/124.75
Gateway Ground ........................................................................................128.25
Clearance Delivery .....................................................................................118.80
Gateway UNICOM (FBO) .......................................................................122.85
PHX TRACON (Approach/Departure Control) ...........................................124.90
VORTAC..........................................................................................113.3 CH 80
ILS (Runway 30C)......................................................................................110.15
Prescott FSS.......................................................................................122.6, 122.2

Frequencies subject to change - Not for navigational use

5835 South Sossaman Road
Mesa, AZ  85212-0919

(480) 988-1013/fax (480) 988-2315
www.flywga.org

Gateway Aviation Services (FBO)
& Airport Operations ................................480-988-3443
Operations & FBO Fax ..............................480-988-1635

AvGas 100LL (Phillips 66)

Jet A w/PRIST (Phillips 66)

Pilot’s Lounge

Aux. Power

Conference Room

Aircraft Sanitation

Air Start

PILOTbrief II

Tie Downs

Air Stairs

Snack Bar & Pilot Shop

Car Rental

Golf Course (Toka Sticks)

Airport Surface Map
Field Elevation:  1,380 ft MSL

Location:  33˚18.47’N  111˚39.33’ W
See Fly Friendly Procedures

Airport & Air Traffic Notes

Transient parking available on middle ramp, adjacent GA Terminal.

FBO office, Pilot Shop & Snack Bar located in GA Terminal.

City of Mesa Fire Department & ARFF (Index B) on middle ramp.

Watch for occasional wildlife in vicinity of airport.

Communicate air traffic intentions on (CTAF 120.6) during unattended hours.

Airport Services
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